INDEX
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Licences of right, patent, 156
, patent, 157 Lift coefficient, 1247
-increasing devices, 1251 Lifts, power required to drive, 845 Lighting, factory, 370
, fittings for, 374
layout, 374
, local, 374
maintenance, 375
regulations, 371
systems, 373 Light, quality of, 371
, speed of, 30
units, 31
Lignum-vitae, weight of, 651 Lime mortar, weight of, HOC
or linden, weight of, 651 Limestone, compressed, weight of, 1106
, granular, weight of, HOG
, loose, broken, weight of, HOC
walls, weight of, 11UG Lime, weight of, 1106 Limits, Xewall, 833
on drawings, 112
, screw thread, 631 Line, 29
Linear coefficients of expansion, 206 , values, 250
expansion coefficients, 194, 272 Linseed oil, 356 Liquid baths for steel treatment, 1C5
carburising, 177
petroleum furnaces, 166 Liquids, relative weights of, 1187 Lithium, 267-L-keys, 462
Load capacity formula, 423 Loading of gears, 385
presses, 811
times, OSS Loads on ball and roller bearings, 421
bearings, 1113 radial, 409 thrust, 410
electric motors, 1119 Lock nuts, black, 622 Loewenherz screw threads, 535
, tables, 596 Logarithmic cosines, 85
sines, SI
tangents, 89 Logarithms, 91
, hyperbolic, 56, 57
, Napierian, base of, 56, 57 Logwood, weight of, 651 Longitudinal stress in tubes, 283 Looms, power required to drive, 846 t Loose anthracite, broken, weight of, 1106
coal, broken, weight of, 1106
coke, weight of, 1106
earth, weight of, 1106
limestone, broken, weight of, 1106
sand, dry, weight of, 1106 Lowest common multiple, 41 Lubricant, cold pressing, 236
for boring, 357
broaching, 357
burnishing, 357
cold drawing, 238
drawing, 357, 800
drilling, 357
Lubricant, grinding, 357
parting off, 357
milling, 357
screw cutting, 357
tapping, 357
threading, 357
wire drawing, 230 Lubricants, 1225
and uses, 35S
, burnishing, 22,'J
, cutting, 353
for drilling, 1U95
press work, S10 Lubricating pumps, 356
systems, central, 355 Lubrication, 1225
of ball and roller bearings, 418
dies, S25 Lumen, 32
Lumens, calculating, 374 Luminous flux, 32 Lutecium, 267 Lux, 32
M
Machine capacity chart, 974
-finish allowances, 224
handles, balance, 1077 , proportions of, 1073
head, rivet, 853
knobs, proportions of, 1073
loading, 976
oil, 356
reamers, 1135
Machinery, power required to drive, S45 Machines, diecasting, 313 Machine setting time, 986
tapping, 577
taps and dies, 566 Machining allowance, 1276
hardened steel, 197
times, calculated, 995 Mach number, 1244 , critical, 1264 Macrography, 191 Magnesite bricks, 220 Magnesium, 267
alloys, 258 , speeds and feeds for, 633
-aluminium alloy, 248
diecasting alloys, 261
, drilling speeds for, 1094
, electrical and thermal conductivities and thermal expansion of, 250
, specific gravity of, 246
, weight of 1 cu. in., 269 Magnetic alloys, 256
analyser, 259
crack detection, 259
permeability, 196
units, 196
Magnetite, 191,1173 Magnetisation of steel, 242 Magneto bearings, 401, 432 Magnetomotive force, 196 Magnet steels, composition and properties of,
185
, heat treatment of, 183 Mahogany, Australian, weight of, 651
, Cuban, weight of, 651